Probably the best TLD's in the world

The most typical TLD Detectors:

Material Code name ‘\ Physical fsﬁ‘i‘rf‘_\\ Dimensions' Standard/
natural Li A shape ,’ = thickness
LiF: MTS-N MTS-7 MTS-6 circular pellet @ 24.5mm 0.9 mm
Mg, Ti MTS-Ns MTS-7s MTS-65 thin-layer pellet @ 24.5mm  |0.05 mm (actietayer)
MTS-100 MTS-700 MTS-600 square chip 3.23.2mm | 0.9 mm), 0:4 mm
MTS-100M MTS-700M | MTS-600M micro-cube s 1x1 mm ¥mm
MTS-100D MTS-700D | MTS-600D rod |\ 1x1 mm 6 MM (length)
MTS-Nc MTS-7c MTS-6¢ carbon-loaded 245mm [ /0.9 mm
MT-N MT-7 MT-6 pOWdEI' & grains: 80-200(})"1
MTS-100R | MTS-700R | MTS-600R. | rounded corner chip @| 3.53.5.mm" |0/9 mm, 0.4 mm
MCP-N MCP-7 MCP-6 circular pellet @ e45mm 0.9 mm
LiF: MCP-Ns MCP-7s MCP-6s thin-layer pellet @ |~ 24.5mm_/ 0.05 mm (actve loyer)
Mg,Cu,P MCP-100 MCP-700 MCP-600 square chip L % 7 3.23.2 mm 0.9 mm, 0.4 mm
MCP-100M MCP-700M..| MCP-600M micro-cube o Ix1 mmy 1 mm
MCP-100D | MCP-700D | MCP-600D rod ¥ Ix1 mph 6 MMength) | — 7
MCP-Ne MCP-7c MCP-6¢ carbon-loaded @ 24.5 fim 0.9 mm— . \/': !
MCP-Np MCP-7p MCP-6p powder & |grans: 80,200 pm|— N 3 ;
MCP-100R | MCP-700R | MCP-600R | rounded carner chip @ ~3.535mm | 0.9 mm, 0.4 mm X ‘ :
p 1 i );" T —L. I N/ T hdemnanas o Dnt i ke S e g ol i
(1) - Other dimensions are available'on request ’,-"
The most typical TLD Cards configurations:
‘Code | Position 1 Position 2 posiﬁo,](q Position 4
0001 / \ MTS-100 / MTS-N
0110 MTS-100 / MTS-N| | MTS-100 / MTS-N
0111 MTS-100 / MTS-N | MTS-100 / MTS-N\ | MTS-100 / MTS-N
6776 MTS-600/ MTS-6 | MTS-700 / MTS-7 | MTS-700 / MTS-7 MTS-600 / MTS-6
7776 MTS-700 / MTS-7 | MTS-700 / MTS-7 | MTS/700 / MTS-7 | \MTS-600 / MTSj/"
01h1h0 MCP-100 / MCP-N | MCP-100 / MCP-N | \ 5 7 _—
7h7h7heh | MCP-700 / MCP-7.| MCP-700/ MCP-7 | MCP-700 / MCP-7. | MCP-60077 MCP-6 A

TLD chips and pellets, sealed influoropolymer foil, are available 67.3 request

Exclusive distributor:

CARD

DOSIMETRIC CARDS

TLD pellets, chips,
microcubes and powders...

TLD Poland

ul. Robotnicza 7,

PL 30-545 Krakow, Poland
fax: +48 12 6561 660

phone: + 48 602 574 960
internet: www.tid-poland.com
email: tid@td-poland.com

Radcard

ul. Prusa 37,

PL 30-117 Krakdw, Poland
phone/fax: +48 12 4273873
internet: www.radcard.pl
email: adcard@radcard.pl

Thermoluminescent
dosimetric cards compatible
with standard gas readers...

Burger Str. 28

42929 Wermelskirchen, Germany
phone: +49 2196 889803

fax: +49 2196 889805

internet: www.radpro-int.com
email: sales@radproint.de

... for radiation proy(lelela¥=1als Re[e145[=ig%

www.radcard.pl www.tld-poland.com
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Energy, keV

-
Customers.

- available shapes: pellets, square chips, round-cornerchips, microcubes, rods
-~available dimensions: diameter 1-12 mm; thickness 0.3-1.5 mm

- chipsand pellets available sealed in fluoropolymer foil (e.g. PTFE)

- ourminiature detectors are ideal for high spatial resolution dosimetry

- we canwvary the effective thickness of the sensitive layer in our MCP-Ns detectorsfrom
7 mg-cm”to 1000 mg-cm™

- read out with any standard TL reader(planchete or hot gas) as bare detectors or in dosimetric
cards.

0.8
Mean beta energy, MeV




